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Thank you for choosing the Anritsu MT9080 Series.
This release note explains the functions added by firmware version 3.06 for the MT9080 series.

It also provides notes on known software bugs and usage precautions.
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1. Release Software and Manuals
This upgrade contains the following MT9080 Series software and manuals. For details of this

upgrade, see Section 4. “New Features” and Section 5. “Resolved Software Issues.”

Download File Name Model No. Version
MT9080 Download File MX9080&81_v306_E.zip 3.06
Operation Manual Model No. Edition

2. Upgrade Target Models

This firmware upgrade supports the following models in the MT9080 series.
MT9081A/B/C/D/E/FIG
MT9081A1/B1/C1/D1/E1/F1/G1
MT9080A/B/C/D/E/F!

3. Version Information
This table shows the firmware version. Confirm the firmware version of your MT9080 Series at the

“Self-test” screen.

Product Name Version

MT9080 Firmware Update File 3.06
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4. New Features

The following main functions are added by upgrading the firmware to v3.06.

> None

5. Resolved Software Issues

Model Name

Description

MT9080 Series
ACCESS Master
(v3.06)

» The markers are set to the wrong positions when the “Auto set” marker

function is used at manual measurement (Splice and Return loss). The bug
preventing appropriate evaluation of loss and reflection for the event result
has been fixed by ensuring that the markers are positioned correctly.

MT9080 Series
ACCESS Master
(v3.05)

When executing real time measurement at OTDR test (Trace Analysis) Splice
& Return Loss measurement screen and attenuator auto-switching goes ON,
fixed bug preventing refresh of displayed waveform, depending on position of
six markers. (This bug only occurs in firmware versions 3.00 to 3.04.)
(CM1261-0678)

MT9080 Series
ACCESS Master
(v3.05)

At real time measurement for OTDR test (Trace Analysis), when
measurement conditions set to manual and then light check and connection
check set to No, fixed bug sometimes wrongly causing fast sweep
measurement even when Low-noise sweep S/N measurement set. (This bug
only occurs in firmware versions 3.00 to 3.04.) (CM1261-0677)

MT9080 Series
ACCESS Master
(vV3.04)

Fixed bug so that IOR and Auto Search threshold value set using
MX900000A Planned Measurement Editor reflected at MT9080/81 when
MX900000 planned measurement file read (CM1261-0670)

* MX900000A is the Emulation Software for Japan.

MT9080 Series
ACCESS Master
(v3.03)

Fixed software bug causing noise in OTDR measured waveform displayed
after returning to Top menu while zero-setting power meter (CM1261-668)
(This bug occurs in firmware v3.02.)

MT9080 Series
ACCESS Master
(v3.03)

Fixes bug causing ACCESS Master to freeze when displaying the Setup
screen when reading analysis-format file (DAT file extension) saved when no
waveform displayed on MW9076. (This bug occurs in firmware v3.02.)
(CM1261-667)

MT9080 Series
ACCESS Master
(vV3.02)

Fixed bug causing inability to erase of background spectrum at input of illegal
value at IOR setting (CM1261-359)

MT9080 Series
ACCESS Master
(vV2.10)

Revised contents error in part of Russian displays (CM970-267)

MT9080 Series
ACCESS Master
(vV2.09)

Fixed bug causing display of multiple events near 0 km when reading file
saved at manual measurement and event detection set to Fixed at “Setup”
screen and then displaying event screen (CM970-265)
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MT9080 Series
ACCESS Master
(vV2.08)

A\

Fixed bug preventing file copying, folder creation, file saving, etc., at low free
internal memory condition (CM970-256)

Fixed bug causing continued execution of IP tests (download throughput test)
with incorrect DNS and display of [NG] test result (CM970-257)

When performing OTDR measurements (Pulse Test) under specific
conditions, fixed bug causing Fresnel reflection waveform level to become
lower than actual value and incorrect result for measured reflection
attenuation value (CM970-259)

MT9080 Series
ACCESS Master
(vV2.07)

Fixed bug with Fresnel processing at optical output and error waveforms
under some unique conditions (CM970-252)

Fixed bug causing garbage characters on “Relative Distance Setting” screen,
occurring only when Chinese or Korean language selected (CM970-242)
Fixed bug in display of half-width punctuation marks even when punctuation
marks converted to half width at input of titles and file names, occurring only
when Japanese language selected (CM970-241)

Fixed bug with abnormal quit when saving file when “NG” displayed at
measurement results during IP Test (Connectivity Check), occurring only
when Chinese or Korean Language selected (CM970-240)

Fixed bug when changing PPPoE connection authentication setting method
at IP Test (Connectivity Check), causing authentication method for already
displayed results to seem to change (CM970-238)

MT9080 Series
ACCESS Master
(vV2.03)

None

MT9080 Series
ACCESS Master
(vV2.02)

Improved Auto-search functions (CM970-230)

MT9080 Series
ACCESS Master
(v2.01)

Improved Auto-search and Auto-setting functions (CM970-0194)

MT9080 Series
ACCESS Master
(vV2.00)

Fixed bug sometimes causing nothing to be displayed at next screen when
[Power] key pressed immediately after supplying power to MT9080
(CM970-0155)

Fixed bug sometimes causing no key response when power set to OFF with
“Manual” screen displayed and then re-supplying power and performing
measurement in “Fault Locate" mode (CM970-0128)

Fixed bug causing difference between Total Return Loss value and original
value that occurred in MT9080D, E and F models (CM970-0016)

Fixed bug causing MX907600A to hang when reading saved waveform again
using MX907600A when Fault Evaluation function and Event Table not
displayed

Fixed bug preventing reading of saved waveform file using MX907600A
when measuring unusually large Fresnel reflection with MT9080D at
wavelength of 1.31 um (CM970-0129)

MT9080 Series
ACCESS Master
(V1.02)

At optical pulse testing (Detail measurement), when measuring under
following conditions
Distance range:
Sample mode:

Auto-setting
High accuracy
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and then sampling mode changed to Standard, fixed bug causing 0 km to be
displayed at all markers when setting screen to “Connection Loss &
Reflection” mode and starting measurement (CM934-009)

» At system setting, when “Reflection display type” of “Measurement settings”
set to “Level difference” using [f4], fixed bug causing display of 0 at all values
below decimal point when decimal point display set for “Level difference”
setting for event pass/fail evaluation at screen when “Threshold value” ([f2])
selected and “Measurement Conditions Setting” screen displayed at optical
pulse test (CM935-026)

» Fixed bug preventing normal reading of part of title when loading file with
name longer than 57 half-width characters, including file extension
(CM935-080)

6. Known Problems
Firmware version 3.06 for the MT9080 Series contains the following known problems:

Model Name Description
MT9080 Series > None
ACCESS Master

7. Cautions
Read the following terms and conditions carefully before using the MT9080 Series.

Model Name Description
MT9080 Series » Some commercially available USB memory stocks may not be supported.
ACCESS Master Refer to Section 8. “Upgrade Precautions” for details of USB memory

supported by Anritsu.

» BEFORE upgrading the firmware, ALWAYS read the MT9080 Series
ACCESS Master Firmware Upgrade Procedure and the MT9080 Series
Operation Manual.
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8. Upgrade Precautions
- Download the latest firmware version from the following URL.

> https://wwwl.anritsu.co.jp/Download/MService/Login.asp

However, site user registration is required first to obtain a login ID and set a password.

- Anritsu has confirmed compatibility with USB memory from the makers listed in the following
table. If your USB memory is not recognized by the MT9080, please purchase one of the
supported media types.

Manufacturer Model/capacity

Sony POCKET BIT/32MB

Sony POCKET BIT 512MB Turbo

GREEN HOUSE PicoDrive/64 MB

TOSHIBA TransMemory/256 MB

TOSHIBA TransMemory/512 MB

ADTEC DATASTICK/64 MB

Princeton XiaoJr/64 MB

BUFFALO RUF2 - E1G - B/512 MB

I-O DATA ToteBag/512 MB

Scan Disk Cruzer Micro with Skins USB Flash Drive/256 MB
imation Flash Drive Mini with swivel cap/256 MB
Transcend JetFlash/256 MB

- Do NOT remove USB memory inserted into this MT9080 Series while firmware is updating
using USB memory, otherwise the update will fail, leaving the MT9080 Series unable to
restart.

- Do NOT press any key on the MT9080 Series while firmware is updating, otherwise the
update will fail, leaving the MT9080 Series unable to restart.

- Do NOT cut the power to the MT9080 Series while firmware is updating, otherwise the
update will fail, leaving the MT9080 Series unable to restart.
- Do NOT remove the AC adapter plug from the MT9080 Series while firmware is updating,

otherwise the update will fail, leaving the MT9080 Series unable to restart.

- If the firmware update fails and the MT9080 Series cannot restart, please contact your
Anritsu sales representative.
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