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Chapter 1 — Introduction

In partnership with Broadcom, Anritsu has developed a control package that provides a fully
automated test solution for the WLAN part of the BCM4325 single-chip device. The control
package uses a DLL which contains commands that enable LANTest to configure the
BCM4325 from within a test plan. These commands are sent to the BCM4325 via a SDIO host
processor interface. When the test plan is executed, both the MT8860C and BCM4325 are
simultaneously controlled, allowing the test plan to proceed to completion in a fully
automated manner.

1-1 System Requirements

Please ensure that the following applications are installed:-

* LANTest 4.0.

e Broadcom WLM software version 4.216.34. Please create the folder C:\Program
Files\Broadcom and copy the file "wlm.dll" to this location.

1-2 DUT Control Package Change History

Table 1-1. Change History

Control Package Version System Requirements Supported Functionality
0.02 LANTest 4.00 First release.
Broadcom WLM 4.216.34 Supports 802.11b/g Tx/Rx

MT8860B or MT8860C fitted | Validation using MT8860B.
with firmware 8.02 or greater | Supports 802.11a/b/g Tx/Rx
validation using MT8860C.
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Chapter 2 — Installation

2-1 Installing the Control Package

1. Unzip the control package installation files and run setup.exe to open the Welcome

dialog.

“]ﬁl LAMTest Control Package for Broadcom Chipsets

Welcome to the LANTest Control Package for
Broadcom Chipsets Setup Wizard

The installer will guide pou through the steps required to install Anritsu LAMT est Control Package for
Broadcom Chipsets version 0.02 on your computer. This version of the control package is designed
to be compatible with Broadeom WL software version 4.216.34.

Itis recommended that all applications are clozed before continuing. Click “MNest to continue, or
"Cancel” to exit setup.

Cancel

Figure 2-1.

Welcome Dialog

Ensure that the control package and Broadcom WLM software versions detailed in the
dialog are the same as those in use. Click [Next] to continue.

2. Read the license agreement. If you accept the terms of the agreement select “I Agree”
and click [Next]. Click [Cancel] if you do not accept the terms.

15 LANTest Control Package for Broadcom Chipsets E]

License Agreement

Please take a moment to read the license agreement now. If you accept the terms below, click "
Agree", then "Next”, Otherwise click "Cancel".

Terms of Product Usage fad
By using the software the licensee is agreeing to the following conditions which
should be read carefully prior to use

Definition of Terms
The software Includes computer software, media, and all other associated
documentation {printed or an-line}.

The documentation All documentation associated with the software
whether printed or on-line o
" | Do Mot Agree O Agies

Cancel < Back | Nexst >

Figure 2-2.

License Agreement
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Installing the Control Package

Installation

3. The control package will be installed to the location C:\Program Files\ Broadcom. To
ensure correct operation the Broadcom WLM software must also be installed to this
location. Click [Next] to continue.

17 LANTest Control Package for Broadcom Chipsets

LANTest Control Package for Broadcom Chipsets
Information

IMPORTANT

The control package will be installed to the following location
CWProgram Files\Broadoom

Pleagse ensure that the WLM AP software is installed to the same location. The
contral package will not function correctly if a different location is used.

Click "Mext" to continue

Comed < Back e

Figure 2-3.

Install Location

4. Click [Next] to commence the installation.

1% LANTest Control Package for Broadcom Chipsets

Confirm Installation

The installer is ready to install LAMT est Control Package for Broadzom Chipsets on your computer.

Click "Next" to start the installation,

Cancel < Back, | T Hest > |

Figure 2-4.

Confirm Installation
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Installation Installing the Control Package

5. The installation begins and the status is shown in the progress bar.

15 LANTest Control Package for Broadcom Chipsets

Installing LANTest Control Package for
Broadcom Chipsets

LAMTest Contol Package for Broadcom Chipsets is being installed.

Flease wait...

i Lancel

Figure 2-5. Installing LANTest

6. When the installation is complete click [Close].

15 LANTest Control Package for Broadcom Chipsets E]

Installation Complete

LAMTest Contral Package for Broadeom Chipsets has been successfully installed.

Click "Close" to exit.

Please refer to the "Getting Started" guide for further information

| Close

Figure 2-6. Installation Complete
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Installation




Chapter 3 — Registration

3-1 Registering the DLL in LANTest

1. Launch LANTest.
2. Select [Registered DUTSs] from the [Tools] menu.

LANTest

File ©Configure Run  Tools  indow  Help

E| | F| | Database search

Reqgistered DIUTs

Figure 3-1. Select [Registered DUTSs]

3. Click [Add...].

Registered DUTs
DUT Description DLL Part Mumber DLL Wersion Add...
Cloze

Figure 3-2. [Registered DUTSs] Dialog
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Registering the DLL in LANTest

Registration

4. Navigate to the location C:\Program Files\Broadcom, select the file
“Broadcom_DUT_Control.dll” and click [Open].

COpen

Look in: | /) Broadcom

B

My Recent 3 wim. dll
Diocuments

=)

Desktop

s

fdy Documents

ty tnmpuler
[STE-<P-0007]

by Metwork File hame:

Places
Files of twpe:

R I = =

|B roadeom_DUT_Contral.dl

= |

[DLL Files [

LJ Cancel

Figure 3-3. Select File

5. The selected file now displays in the [Registered DUTSs] dialog. Click [close] to exit.

Registered DUTs

DUT Description
Broadcom

DLL Part Mumber
£9552

DLL Version
0.02

Add...

Remaove...

Cloze

Figure 3-4. [Registered DUTs] Dialog

3-2



Chapter 4 — Selection

4-1 Selecting the Control Package

1. Within LANTest right-click the test plan name in the menu tree and select [Setup test
mode] from the pop-up menu.

e~ -1

Test Plan

= Mew test plan [unsaved)
e W alidation Setup kest mode
|[EEE 80211k - 1999 PHY
|[EEE 802.11g - 2003 PHY
|[EEE 802.11a - 1999 PHY

Figure 4-1. [Setup Test Mode]

2. From [Test Mode Setup] set “Test Mode” to “Direct” and select “Broadcom” at “DUT
Configuration”.

DUT Configuration

DUT Selection: Ma DT Cantral j

Mo DUT Contral
Broadcom

Cantrol Settings

Selected Control File:

Figure 4-2. [Test Mode Setup]

3. Click [OK] to close the [Test Mode Setup] dialog.




Selecting the Control Package

Selection

4. An example test plan is included as part of the installation. To select the test plan, click
the open icon, select the file "BCM4325_Example_Test_Plan.Itp” and click [Open].

-

Test Plan

- BChMA325_Example_Test_Plan
- W alidation
- IEEE 802 11k - 1999 PHY
teazurement script #1 [T,
keazurement script $2 [T,
teazurement script $4 [T,
teazurement script #3 [Rx

Meazurement script #6 [Fx

- IEEE 802.11g - 2003 PHY
teazurement script #1 [T«
Meazurement script 2 [T,
keazurement script £3 [Tx
teazurement script $4 [Fx,
teazurement script #5 [Fx
teazurement script #6 [Fx

] IEEE 802.11a - 1993 PHY

CH1. 11Mbps)
CH?, 11Mbps)
CH13, 11Mbps)

. CH1, 11Mbps]
teazurement script $5 [,

CHY. 11Mbps]

. CH13. 11Mbps]

. CH1, Bdkdbps)

CHY. 54Mbps)

. CH13. 54Mbps]

CH1, 5dMbps]

. CHY, Bdbbps]
. CH13, Bakbps)

Figure 4-3.

Example Test Plan
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Chapter 5 — DUT Control Settings
File
As part of the control package installation process, a DUT control settings file,

"Broadcom_Control_Settings.txt" is provided. This can be accessed from within the [Test
Mode Setup] dialog by clicking [Edit File...].

DUT Configuration
DUT Selection: Broadcom ﬂ

Cantrol Settings

Selected Control File:
Broadcom_Contral_Settings. bt

Select File... EditFile...

Figure 5-1. Control Settings

The DUT control settings file contains configuration settings that are specific to the
Broadcom BCM4325 device. Details of these settings are provided below.

5-1 Test Plan execution parameters

CHANNEL_SETTLING_DELAY

This allows a settling time to be specified between setting the BCM4325 channel number and
configuring the BCM4325 to either transmit or receive packets. The value is an integer in ms
resolution. A minimum value of 400ms is recommended to ensure correct operation.

TX_DELAY

This allows settling time to be specified between the BCM4325 device being configured to
transmit mode and a Tx measurement being performed by the MT8860. The value is an
integer in ms resolution.

RX_DELAY

This allows a settling time to be specified between the BCM4325 device being configured to
receive mode and MT8860 transmitting packets to the device. The value is an integer in ms
resolution.

DEBUG

This parameter can be used for diagnostic purposes.
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Test Plan execution parameters DUT Control Settings File




Chapter 6 — Script Configuration
Guidelines

LANTest is designed to support the full configuration capabilities of the MT8860B and
MT8860C WLAN Test Set. Any constraints / limitations imposed by the selected DUT must
be taken into account by the user when creating a test plan. For the Broadcom BCM4325
device the following limitations apply.

6-1 Tx Measurement Scripts

When configuring the Tx characteristics of the BCM4325 device, the "Power Level" setting in
the [Tx and Analysis Configuration] dialog must be set to within a +10 dBm to +19 dBm
range. An example screen shot is shown below.

Tx and Analysis Configuration
Tx Characteristics
Parameter Walue Units
DUT Tx Power 13 dBm
Packet Preamble Laong
Packet Length 1024 Bytes
Packet Payload o1
Tranzmizzion Type Framed

Figure 6-1. [Tx and Analysis Configuration] Dialog

It is important that the Tx characteristics are set correctly when using the auto-

Note . .
configure function.




EVM Analysis of DSSS Data Rates Script Configuration Guidelines

6-2 EVM Analysis of DSSS Data Rates

When testing the EVM transmitter performance of DSSS data rates, it is recommended that a
Gaussian Filter with BT=0.3 is selected. This can be configured from the [EVM Advanced
Settings...] dialog. An example screen shot is shown below.

EVM Configuration
EYM Advanced Settings
Parameter Walue Units
Filtering Type Gaussian
Gaussian Filker BT Level 0.3

MOTE: The EWM analysiz length zettings will be automatically configured
by the MTE8E0x bazed on the specified Tx characteristics.

(] 8 ‘ Cancel ‘

Figure 6-2. [EVM Configuration]

6-3 RF Carrier Suppression (IEEE 802.11b 18.4.7.7)

To evaluate the RF carrier suppression performance of a WLAN device, the device is normally
configured to transmit a different signal characteristic to that used for the other Tx
measurements. The Broadcom WLM software does not provide the capability to transmit a
signal characteristic that allows evaluation of RF carrier suppression by a user.
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