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MT8855A Software Release Note 
Release 1.30 

Overview 

Anritsu maintain a policy of continuous development and enhancement of instrument software. This 
software release note defines the latest enhancements to the MT8855A and details the change history of 
the software. 

 
New software releases when available are freely downloadable from the Anritsu web site at:  
 
http://www.us.anritsu.com/products/MT8855A_Bluetooth-Audio-Test-Set_ARSPG_ARQQSidZ1015.aspx 
 
For automatic notification of new software releases, send a blank email to:  
 
bluetooth.support@anritsu.com  
 

with a subject heading of “MT8855A software notification request”. 

Change history 

Changes in 1.30 relative to 1.22 

1. New Features 

 Required for option MT8855A-032 - PESQ/MOS measurements 

 Required for option MT8855A-033 - Artificial Speech-like Test Stimulus (ASTS) audio files  

 Controllable Bluetooth Digital Output Level 

 Additional control for initiating DUT pairing 

 

2. Improved Bluetooth interoperability  

3. Updated USB driver 
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Changes in 1.22 relative to 1.00 

1. New Features 

 Pass Through mode, allows the use of external audio signal generators and analyzers. 

 SCO/eSCO connections, for audio testing of modules that do not support a profile. 

 A documented MT8855A class library to enable users to create custom test programs. 

 BlueStart software, example open source program using MT8855A class library. 

 Improved FFT functionality. 

 Multitone level test mode 

 

2. Improvement to the auto range function with low signal levels 

3. Improved Bluetooth interoperability 
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