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Performing a MT8860B / MT8860C firmware upgrade
using the GPIB Bootloader Utility

This document provides step-by-step instructions for the successful firmware upgrade of MT8860B
or MT8860C using the GPIB Bootloader utility that is included in the LANLook installation. The
firmware upgrade operation consists of the following 5 steps;

Remove any existing LANLook installation

Install the new version of LANLook

Bootload the new firmware

Power-cycle the MT8860B / MT8860C
Confirm firmware version
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¢ The following instructions are applicable when upgrading the firmware to version 10.0
or greater.

e MT8860C is designed to operate with firmware version 8.00 or greater. Please DO NOT
NOTES install a firmware version earlier than 8.00.
e The firmware upgrade operation will return the instrument to its factory default setting.

e For the remainder of this document the term MT8860x shall be used to jointly refer to
both the MT8860B and MT8860C.

Step 1: Remove any existing LANLook installation

1. Go to Start - Settings -> Control Panel > Add or Remove Programs

2. From the list of currently installed programs, select LANLook and then click Remove.
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3. When the following message is displayed, 4. The un-install operation commences.

click Yes.
Add or Remove Programs X LANLook
) Are you sure you want to remove LAMNLook From your computer? _-_Lz__l'_
e “J ¥ tl ¥ puter? 1=

[------------------------------- ] Catcel

5. When the un-install operation has completed, close Add or Remove Programs

Step 2: Install the new version of LANLook

1. On the PC, create the directory C:\temp\LANLook

« If the directory c:|temp|LANLook already exists, please delete the existing contents.
1. Copy the zip file containing the new release of LANLook into c¢:|temp|LANLook.
Extract the contents of the zip file to ¢ |temp|LANLook.

Delete the zip file.
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The directory c.|temp|LANLook should now contain 2 files.

FEX

& C:\templlLANLook

File Edit Wiew Favorites Tools  Help

@Back * & Iﬁ: /}T.'Search |r Falders -

Address |23 Critemp)LANLook

V|G-:|
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o q
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File and Folder Tasks * f

LANLook,msii  setup.exe

;j Make a new Folder
@ Piblish this Folder tao

Ehe WWeb
! Share this folder

5. Run setup.exe
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6. From the License Agreement dialog, select “I
Agree”, then click Next

iz LANLook

License Agreement

Please take a moment ta read the license agreement now. If you accept the terms below, click "

Agree”, then "Mext". Othemwise click ""Cancel".
Terms of Product Usage fas
By using the software the licensee is agreeing ta the fallowing conditions which
should be read carefully prior to use. N
Definition of Terms
The software
Includes camputer software, media, and all other aggociated documentation

{printed or on-ling).
The documentation v
" | Do Mot Agree
Cancel | “ Mext > ! l
N

7. From the Select Installation Folder dialog,
click Next

& LANLook

Select Installation Folder

The inztaller will install LAMLook ta the follawing folder.

Toinstall in this folder, click "Mext". To instal to a different folder, enter it below or click "Browse".

Folder:
C:4Program Files\LAMLaok!

Browse...
Dizk Cost...

Install LAMLook For yourself, or for anpone who uses this computer:
+ Ewveryone

£ Just me

Cancel

8. From the Confirm Installation dialog, click
Next

15 LANL ook

15 LANL ook

Confirm Installation

The installer is ready to install LAMLook on your computer.

Click "Mext" to start the installation.

Cancel

Installing LANLook

LAMLock is being installed.

Please wait..

Cancel

10. When the Installation Complete dialog
appears, click Close

i LANL ook

Installation Complete

LAMLook has been successiully installed.

Click "Cloge" to exit.
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Step 3: Bootload the new firmware
1. On the PC, create the directory c.|temp|MT8860x Upgrade.

« If the directory ¢’ |temp | MTE8860x Upgrade already exists, please delete the existing contents.
Copy the zip file containing the new firmware into ¢ |temp |MT8860x Upgrade.

Extract the contents of the zip file to ¢ |temp |MTE860x Upgrade.
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Delete the zip file.

5. The directory ¢ |temp|MT8860x Upgrade should now contain 36 files.

& C:\temp\MTBB60x Upgrade E||§]E|
File  Edit Wiew Favorites  Tools  Help .-z"’

@Back - 5_) I? /....' Search lr- Folders -
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E Y
Spectralldr  swsroots.p7b Tardis.exe tdaka.dil user, by wince,nls

6. Power-on the MT8860x and wait until the boot-up process has completed. This takes
approximately 3 minutes. During this time the status of the unit can be monitored via the front
panel “ON” and “Controller Activity” LEDs

When the MT8860x is first turned on, both the LED’s are lit.

» After approximately 2 minutes, the “ON” LED starts to flash while the “Controller Activity” LED
remains lit.

« Finally, the “ON” LED stops flashing and turns fully on while the “Controller Activity” LED turns
off.

7. Connect a GPIB cable from the computers GPIB interface to the MT8860x.
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8. Launch the MT8860x firmware bootloader
application. Go to Start - Programs ->
Anritsu > MT8860x Bootloader

Zinritsu

MTE360% GFIE Bootoader
Part Mo: 64254

Wesion: 1.41

MTE8E0% GPIB Address

25 Check 1D Set address and click Check [0

|

Status: Waiting for 1D check

Bootload Source Folder:

=13

File: Block:

File Progress: |

File:
Ovverall Progress: |

Transfer Time:

9. Enter the GPIB address of the MT8860x, then
click Check ID. The serial number of the
MT8860x is displayed along with the version
of firmware that is currently installed.

/1 MTBBEOX GPIB Bootloader

/nritsu

MTE2E0 GPIE Bootlioader
Part No: B4254

Wersion: 1.41

MTEEE0R GFIB Address

—

ID: MTBEEOC  SN: BROOOO7II Pw! 802

Start Transfer

Status: Ready

B60C Uparade

(=

File:
File Progress: |

Elock:

File:
Overall Progress: |

Transfer Time:

10. Using double-click operation, set the
Bootload Source Folder to c:\temp\MT8860x
Upgrade.

/inritsu

Wersion: 1.41

tTBEE0x GFIE Bootloader
Part No: 64254

MTEEEDx GFIB Address

ID: MTB8E0C  SM: BRO0OO7111  Pwi 802

Start Transfer

Status: Ready

C Upgrade

=]

File: Elock:

File Progress: [

Files
Overall Progress: |

Transfer Time:

11. Click Start Transfer. The bootload operation
commences.

/| MTBB6Ox GPIB Bootloader

/Inritsu

MTE2E0 GPIE Bootlioader
Part No: B4254

Wersion: 1.41

MTEB860x GPIE Address

ID: MTB8E0C  SM: BRO0OO7111  Pwi 802

|

Status: Transfering Files

Bootload Source Folder:

C Upgrade

= J

File: ar5217.dll Black: 44 of 413
File Progress: [TTT1]

File: 2 of 31 Transfer Time: 3 =

Overall Progress: |
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12. When the transfer is complete, the message 13. Close the Bootloader utility.
Status: Finished, No Errors should be 14. Power-off the MT8860x.
displayed.

/inritsu

MTE260 GPIE Bootloader Wersion: 1.41
Pait No: 64254

MTEBE0x GPIB Address

11 Check D ID: MTB8E0C  SM: BRO0OO7111  Pwi 802

|

Status: Finished, No errors

Bootload Source Folder:

e |

File: user.hy Elock: & of &

File Progress:

Step 4: Power-cycle the MT8860x

The firmware upgrade operation is completed when the MT8860x has performed 2 power-on
operations.

1. Power-on the MT8860x for the first time and wait until the boot-up process has completed. This
is indicated by the “On” LED flashing while the “Controller Activity” LED turns off.

2. Power-off the MT8860x and wait approximately 15 seconds.

3. Power-on the MT8860x for the second time and wait until the boot-up process has completed.
This is indicated by the “On” LED turned fully on (i.e. it is not flashing) and the “Controller Activity”
LED turned off.

4. The firmware upgrade operation is complete and the instrument can be used normally.



Step 5: Confirm firmware version

1. Launch LANLook, Start - Programs -> Anritsu - LANLook

2. From the MT8860x Remote tab on the System
Utilities tab, click Scan GPIB for Instruments

Test Configuration

wiireless Test Signal Generatar System UK
/Zinritsu
LAMLook Wergion: 9.00

MT8860x Remote T Spstern Settings T Diagnostics

Interface Type

+ GPIB -

Remate Protocol

(+ 4882 IS4

GPIE Connection

Enter Address: Select Address from List
24

Cannect to

MTBEED: Scan GPIB for Instruments

Remate Status

Mo MTBB8E0X connected. LAMLooK is running in Simulation Mode.

Make a remote connection ta an MTB8E0x before setting up
Wireless Test or Signal Generator modes for live operation.

Remate Adwanced Settings...

3. The serial number and GPIB address of the
connected MT8860x is displayed

Test Configuration

Wireless Test Signal Generatar System Utilities
/I I t
LiMLook. Wersion: 9.00

MT8860x Remote T Spstem Settings T Diagnostics

Interface Tupe

&+ GPIB i

Riemote Protocal

& 4882 VISA

GPIE Connection
Enter Address:
25

Serial BKO0O0711T Address: 11

Connect to
MTEBEDS

Femate Status

Mo MTE8EDx connected. LAML ook iz running in Simulation Mode.

Make a remote connection ta an MTB8E0x before setting up
Wireless Test or Signal Generator modes for live operation,

Remate Advanced 5etlings.

4. Highlight the MT8860x, then click Connect to
MT8860x

Test Configuration

Wireless Test Signal Generatar System Utilities
/I ] t
LaMLaok Wersion: 3.00

MT8B60x Remote T Systern Settings T Diagnostic:s

Interface Tppe

+ GFIB o
Femote Protocal

+ 4882 - WIsA

GPIB Connection
Enter Address:

o

Connect ko
MTEEE0D:

Scan GPIE for Instruments

Remate Status

Mo MT8860x connected. LAMLoalk is running in Simulation Mode.

Make a remote connection to an MTB8E60x before setting up
‘wireless Test or Signal Generator modes for live operation.

Remole Advanced Settings...

5. The GPIB connection is established and the
settings of the MT8860x are determined

Test Configuration

‘wireless Test Signal Generator System Utilities
/Zinritsu
LANLook Wersion: 9.00

MT8860x Remote T System Settings T Diagnostics

Interface Tupe

~ GFIE e
Remate Protocal
f+ 4882 (3
GFIE Connection
Enter Address: Select Address from List:
N
Connect to
MTBEED:

Scan GPIB for Instuments

MTBBEOC [Serial BK00007111] found at addiess 11.

Connection Established.

Remate Advanced Settings.




6. Select Help > About Anritsu LANLook

/1 Anritsu LANLook

File Configure Toals

About Anritsu LAMNLook,

7. The firmware version installed is displayed

along with other build status information.

/1 About Anritsu LANLook

Zinritsu

Discover What's Possible™

LANLook

PC userinterface for use with the MTBB880x WLAN Test Set

- LANLoak-
Part Murmber: 62157 Wersian: 8.00
L ———
<‘* e ~
.wﬁre 9.00 Serial #: BKO000711 1
~ Build Stahu;
Company : AHNRITSU |
Instrument : MT8860C =
Unit Serial : BKOOOO7111
Sof tware Ver : 9,00
Man Card Rew 65535
Man CFLD Ver g i
Hydra Data Ver 1
Tardis Data Ver @ 38
Meas Card Rew ok
VHDL Ver 13.7 &

Please e-mail wlan.support@eu.anritsu.com if you have any questions regarding this document.
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