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PPPPerformerformerformerforminginginging a MT8860B / MT8860C a MT8860B / MT8860C a MT8860B / MT8860C a MT8860B / MT8860C f f f firmware upgradeirmware upgradeirmware upgradeirmware upgrade                                                                                                                            

ususususing the GPIB Bootloader Utilitying the GPIB Bootloader Utilitying the GPIB Bootloader Utilitying the GPIB Bootloader Utility    

This document provides step-by-step instructions for the successful firmware upgrade of MT8860B 

or MT8860C using the GPIB Bootloader utility that is included in the LANLook installation. The 

firmware upgrade operation consists of the following 5 steps; 

1. Remove any existing LANLook installation 

2. Install the new version of LANLook 

3. Bootload the new firmware 

4. Power-cycle the MT8860B / MT8860C 

5. Confirm firmware version 

NOTES NOTES NOTES NOTES     

• The following instructions are applicable when upgrading the firmThe following instructions are applicable when upgrading the firmThe following instructions are applicable when upgrading the firmThe following instructions are applicable when upgrading the firmware to version 10.0ware to version 10.0ware to version 10.0ware to version 10.0    

or greateror greateror greateror greater....    

• MT8860C is designed to operate with firmware version 8.00 or greater. Please DO NOT MT8860C is designed to operate with firmware version 8.00 or greater. Please DO NOT MT8860C is designed to operate with firmware version 8.00 or greater. Please DO NOT MT8860C is designed to operate with firmware version 8.00 or greater. Please DO NOT 

install a firmware version earlier than 8.00install a firmware version earlier than 8.00install a firmware version earlier than 8.00install a firmware version earlier than 8.00....    

• The The The The firmware upgrade operationfirmware upgrade operationfirmware upgrade operationfirmware upgrade operation w w w will return the instrument to its factory default settingill return the instrument to its factory default settingill return the instrument to its factory default settingill return the instrument to its factory default setting....    

• For the remainder of this documentFor the remainder of this documentFor the remainder of this documentFor the remainder of this document the term MT8860x shall be used to jointly refer to  the term MT8860x shall be used to jointly refer to  the term MT8860x shall be used to jointly refer to  the term MT8860x shall be used to jointly refer to 

both the MT8860B and MT8860C.both the MT8860B and MT8860C.both the MT8860B and MT8860C.both the MT8860B and MT8860C.    

Step 1: Remove any existing LANLook installationStep 1: Remove any existing LANLook installationStep 1: Remove any existing LANLook installationStep 1: Remove any existing LANLook installation    

1. Go to Start  Start  Start  Start  ���� Settings Settings Settings Settings        ���� Control Panel Control Panel Control Panel Control Panel    ����    Add or Remove ProgramsAdd or Remove ProgramsAdd or Remove ProgramsAdd or Remove Programs 

2. From the list of currently installed programs, select LANLook and then click RemoveRemoveRemoveRemove. 
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3. When the following message is displayed, 

click YesYesYesYes. 

4. The un-install operation commences. 

 
 

5. When the un-install operation has completed, close Add or Remove ProgramsAdd or Remove ProgramsAdd or Remove ProgramsAdd or Remove Programs    

Step 2: Install the new version of LANLookStep 2: Install the new version of LANLookStep 2: Install the new version of LANLookStep 2: Install the new version of LANLook    

1. On the PC, create the directory C:\temp\LANLook 

• If the directory c:\temp\LANLook already exists, please delete the existing contents. 

1. Copy the zip file containing the new release of LANLook into c:\temp\LANLook. 

2. Extract the contents of the zip file to c:\temp\LANLook. 

3. Delete the zip file. 

4. The directory c:\temp\LANLook should now contain 2 files. 

 

5. Run setup.exesetup.exesetup.exesetup.exe 
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6. From the License Agreement dialog, select “I 

Agree”, then click NextNextNextNext 

7. From the Select Installation Folder dialog, 

click NextNextNextNext 

  

8. From the Confirm Installation dialog, click 

NextNextNextNext 

9. The installation operation begins. 

  

10. When the Installation Complete dialog 

appears, click CloseCloseCloseClose 
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Step 3: Bootload the new firmwareStep 3: Bootload the new firmwareStep 3: Bootload the new firmwareStep 3: Bootload the new firmware    

1. On the PC, create the directory c:\temp\MT8860x Upgrade. 

• If the directory c:\temp\MT8860x Upgrade already exists, please delete the existing contents. 

2. Copy the zip file containing the new firmware into c:\temp\MT8860x Upgrade. 

3. Extract the contents of the zip file to c:\temp\MT8860x Upgrade. 

4. Delete the zip file. 

5. The directory c:\temp\MT8860x Upgrade should now contain 36 files. 

 

6. Power-on the MT8860x and wait until the boot-up process has completed. This takes 

approximately 3 minutes.  During this time the status of the unit can be monitored via the front 

panel “ON” and “Controller Activity” LEDs 

• When the MT8860x is first turned on, both the LED’s are lit. 

• After approximately 2 minutes, the “ON” LED starts to flash while the “Controller Activity” LED 

remains lit. 

• Finally, the “ON” LED stops flashing and turns fully on while the “Controller Activity” LED turns 

off. 

7. Connect a GPIB cable from the computers GPIB interface to the MT8860x. 
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8. Launch the MT8860x firmware bootloader 

application. Go to Start  Start  Start  Start  ���� Programs   Programs   Programs   Programs  ����    

Anritsu Anritsu Anritsu Anritsu ����    MT8860x BootloaderMT8860x BootloaderMT8860x BootloaderMT8860x Bootloader 

9. Enter the GPIB address of the MT8860x, then 

click CheckCheckCheckCheck ID ID ID ID. The serial number of the 

MT8860x is displayed along with the version 

of firmware that is currently installed. 

  

10. Using double-click operation, set the 

Bootload Source Folder to c:c:c:c:\\\\temptemptemptemp\\\\MT8860xMT8860xMT8860xMT8860x    

UUUUpgradepgradepgradepgrade. 

11. Click Start TransferStart TransferStart TransferStart Transfer. The bootload operation 

commences. 
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12.  When the transfer is complete, the message 

Status: Finished, No ErrorsStatus: Finished, No ErrorsStatus: Finished, No ErrorsStatus: Finished, No Errors should be 

displayed. 

 

13. Close the Bootloader utility. 

14. Power-off the MT8860x. 

 

Step 4: PowerStep 4: PowerStep 4: PowerStep 4: Power----cycle the MT8860xcycle the MT8860xcycle the MT8860xcycle the MT8860x    

The firmware upgrade operation is completed when the MT8860x has performed 2 power-on 

operations. 

1. Power-on the MT8860x for the first time and wait until the boot-up process has completed. This 

is indicated by the “On” LED flashing while the “Controller Activity” LED turns off. 

2. Power-off the MT8860x and wait approximately 15 seconds. 

3. Power-on the MT8860x for the second time and wait until the boot-up process has completed. 

This is indicated by the “On” LED turned fully on (i.e. it is not flashing) and the “Controller Activity” 

LED turned off. 

4. The firmware upgrade operation is complete and the instrument can be used normally. 
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Step 5: Confirm firmware versionStep 5: Confirm firmware versionStep 5: Confirm firmware versionStep 5: Confirm firmware version    

1. Launch LANLook, Start  Start  Start  Start  ���� Programs   Programs   Programs   Programs  ���� Anritsu  Anritsu  Anritsu  Anritsu ���� LANLook LANLook LANLook LANLook 

2. From the MT8860x Remote tab on the System 

Utilities tab, click ScanScanScanScan GPIB for Instruments GPIB for Instruments GPIB for Instruments GPIB for Instruments    

3. The serial number and GPIB address of the 

connected MT8860x is displayed 

   

4. Highlight the MT8860x, then click Connect to Connect to Connect to Connect to 

MT8860MT8860MT8860MT8860xxxx 

5. The GPIB connection is established and the 

settings of the MT8860x are determined 
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6. Select Help Help Help Help ���� About Anritsu LANLook About Anritsu LANLook About Anritsu LANLook About Anritsu LANLook 7. The firmware version installed is displayed 

along with other build status information. 

 

 

    

Please e-mail wlan.support@eu.anritsu.com if you have any questions regarding this document. 

 


