











Field Master Pro MS2090A

Built-in Report Generator

Field technicians installing or testing base stations typically need to create a “Close Out” report to confirm all tests
have been completed and passed limits. Base station installations generate multiple trace results and the creation
of the report can be time consuming. The Field Master MS2080A includes a comprehensive built in report
generator that simples this process.
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Trace Files Photographs Screen Captures

The reports are created using a Report Generator tool. Reports can include any combination of trace files
(typically cable and antenna analyzer traces), screen captures (to include spectrum and 5G results) and
photographs (taken on a smartphone and transferred to the instruments file memory).

Each report is user configurable to include essential site information such as GPS location, site name and

contractor name. A company logo can be added to further customize the report. Once completed, the report
is saved as a PDF and HTML file, for printing or distributing by email.

30



Field Master Pro MS2090A

Comprehensive Interface Selection

The Field Master Pro MS2090A spectrum analyzer comes standard with: 3 x USB 3.0 type A host ports; 1 x USB 3.0
Type C device port; and, Data Out and microSD interfaces. USB 3.0 host interfaces can be used to save screen
images such as a .png or IQ data files, IQ data streaming, and facilitate software or option updates. The Data Out
port is used for high-speed IQ streaming. USB Type C and microSD are provided to support future applications.

USB 3.0 port

USB Type C port for
USBTMC control

Ethernet for

remote operation
Data Out for high-speed

microSD for data port for streaming

extended storage

(future application) .
Aux headphone jack

RF input IF Out Biasvoltage  2x USB 3.0
(up to 54 GHz)

Configurable reference GPS
and trigger ports
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Field Master Pro MS2090A

Ordering Information - Instrument Options
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Part Number
MS2090A
Options
MS2090A-0709
MS2090A-0714
MS2090A-0720
MS2090A-0726
MS3090A-0732
MS2090A-0743
MS2090A-0754
MS2090A-0006
MS2090A-0019*
MS2090A-0024*
MS2090A-0031*
MS2090A-0089*
MS2090A-0090*
MS2090A-0103*
MS2090A-0104*
MS2090A-0124*
MS2090A-0125*
MS2090A-0126*
MS2090A-0127*
MS2090A-0128*
MS2090A-0199*
MS2090A-0331*
MS2090A-0400*
MS2090A-0401*
MS2090A-0407*
MS2090A-0421*
MS2090A-0431*
MS2090A-0444*
MS2090A-0445*
MS2090A-0509*
MS2090A-0883*
MS2090A-0888*

MS2090A-xxxx-0097
MS2090A-xxxx-0098
MS2090A-xxxx-0099

* Timed-Limited Options

Supported Software

MX280005A
MX280007A
MS2090A

Description
Field Master Pro (Requires Option 709, 714, 720, 726, 732, 743, or 754)

Frequency Range 9 kHz to 9 GHz

Frequency Range 9 kHz to 14 GHz

Frequency Range 9 kHz to 20 GHz

Frequency Range 9 kHz to 26.5 GHz

Frequency Range 9 kHz to 32 GHz

Frequency Range 9 kHz to 43.5 GHz

Frequency Range 9 kHz to 54 GHz

Remove Wi-Fi

High Accuracy Power Meter (requires compatible USB power sensor, sold separately)
Interference Finder (requires GNSS Receiver Option 31 and directional antenna, sold separately)
GPS Receiver (requires GPS antenna, sold separately)

Zero Span IF Output

Gated Sweep

55 MHz Analysis Bandwidth

110 MHz Analysis Bandwidth

1Q Waveform Capture

1Q Waveform Streaming (requires Option 124, MA25424A recommended)

1Q Waveform Capture (non-export controlled)

1Q Waveform Streaming (non-export controlled, requires Option 126, MA25424A recommended)
Vector Signal Analysis Enabled (requires Option 124 or 126; use with MX280005A software

Real Time Spectrum Analyzer

Cable and Antenna Analyzer (requires Site Master S331P analyzer, sold separately)

Vision Monitor Enabled

Vision Locate

Vision High-Speed Port Scanner

Pulse Analyzer

Coverage Mapping (requires GPS option MS2090A-0031)

EMF Measurement (requires a compatible Anritsu isotropic antenna)

EMF Meter Enabled (requires 2000-1985-R isotropic EMF probe)

AM/FM Modulation Measurements

LTE FDD/TDD Measurements (requires GPS option MS2090A-0031)

5GNR FDD/TDD Measurements (requires GPS option MS2090A-0031)

Accredited Calibration to ISO17025 and ANSI/NCSL Z540-1 (xxxx is the frequency option number)
Standard Calibration to 1ISO17025 and ANSI/NCSL Z540-1 (xxxx is the frequency option number)

Premium Calibration to ISO17025 and ANSI/NCSL Z540-1 plus test data
(xxxx is the frequency option number)

Options marked with an asterisk are offered as a 90-day time limited option by ordering as a -9xxx
series option. For example, MS2090A-9888 is the 90-day time limited option for 5GNR FDD/TDD
Measurements. The option start time begins when the user first activates the option.

1Q Signal Master™ Vector Modulation Analysis
Mobile InterferenceHunter™
PC Remote User Interface
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e United States

Anritsu Americas Sales Company

450 Century Parkway, Suite 190, Allen, TX 75013 U.S.A.
Phone: +1-800-Anritsu (1-800-267-4878)

® Canada

Anritsu Electronics Ltd.

Americas Sales and Support

450 Century Parkway, Suite 190, Allen, TX 75013 U.S.A.
Phone: +1-800-Anritsu (1-800-267-4878)

® Brazil

Anritsu Eletronica Ltda.

Praca Amadeu Amaral, 27 - 1 Andar
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® Mexico
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Mexico, Ciudad de Mexico, 11520, MEXICO
Phone: +52-55-4169-7104

¢ United Kingdom
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Phone: +44-1582-433200
Fax: +44-1582-731303

® France

Anritsu S.A.

12 avenue du Québec, Immeuble Goyave,
91140 VILLEBON SUR YVETTE, France
Phone: +33-1-60-92-15-50

® Germany

Anritsu GmbH

Nemetschek Haus, Konrad-Zuse-Platz 1,
81829 Miinchen, Germany

Phone: +49-89-442308-0

Fax: +49-89-442308-55

* Italy

Anritsu S.r.l.

Spaces Eur Arte, Viale dell’Arte 25, 00144 Roma, Italy
Phone: +39-6-509-9711

List Revision Date: 20230407

* Sweden

Anritsu AB

Kistagangen 20 B, 2 tr, 164 40 Kista, Sweden
Phone: +46-8-534-707-00

® Finland

Anritsu AB

Technopolis Aviapolis, Teknobulevardi 3-5 (D208.5.),
FI-01530 Vantaa, Finland

Phone: +358-20-741-8100

e Denmark

Anritsu A/S

c/o Regus Winghouse, @restads Boulevard 73, 4th floor,
2300 Copenhagen S, Denmark

Phone: +45-7211-2200

® Spain

Anritsu EMEA Ltd.

Representation Office in Spain

Paseo de la Castellana, 141. Planta 5, Edificio Cuzco IV
28046, Madrid, Spain

Phone: +34-91-572-6761

® Austria

Anritsu EMEA GmbH

Am Belvedere 10, A-1100 Vienna, Austria
Phone: +43-(0)1-717-28-710

® United Arab Emirates

Anritsu EMEA Ltd.

Anritsu A/S

Office No. 164, Building 17, Dubai Internet City
P. O. Box — 501901, Dubai, United Arab Emirates
Phone: +971-4-3758479

¢ India

Anritsu India Private Limited

6th Floor, Indiqube ETA, No.38/4, Adjacent to EMC2,
Doddanekundi, Outer Ring Road, Bengaluru — 560048, India
Phone: +91-80-6728-1300

Fax: +91-80-6728-1301

* Singapore
Anritsu Pte. Ltd.

11 Chang Charn Road, #04-01, Shriro House, Singapore 159640

Phone: +65-6282-2400
Fax: +65-6282-2533
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® Vietnam

Anritsu Company Limited

16th Floor, Peakview Tower, 36 Hoang Cau Street, O Cho Dua Ward,
Dong Da District, Hanoi, Vietnam

Phone: +84-24-3201-2730

® P.R. China (Shanghai)

Anritsu (China) Co., Ltd.

Room 2701-2705, Tower A, New Caohejing International

Business Center No. 391 Gui Ping Road Shanghai, 200233, P.R. China
Phone: +86-21-6237-0898

Fax: +86-21-6237-0899

® P.R. China (Hong Kong)

Anritsu Company Ltd.

Unit 1006-7, 10/F., Greenfield Tower, Concordia Plaza,
No. 1 Science Museum Road, Tsim Sha Tsui East,
Kowloon, Hong Kong, P.R. China

Phone: +852-2301-4980

Fax: +852-2301-3545

® Japan

Anritsu Corporation

8-5, Tamura-cho, Atsugi-shi, Kanagawa, 243-0016 Japan
Phone: +81-46-296-6509

Fax: +81-46-225-8352

® Korea

Anritsu Corporation, Ltd.

5FL, 235 Pangyoyeok-ro, Bundang-gu, Seongnam-si,
Gyeonggi-do, 13494 Korea

Phone: +82-31-696-7750

Fax: +82-31-696-7751

® Australia

Anritsu Pty. Ltd.

Unit 20, 21-35 Ricketts Road, Mount Waverley, Victoria 3149, Australia
Phone: +61-3-9558-8177

Fax: +61-3-9558-8255

® Taiwan
Anritsu Company Inc.
7F, No. 316, Sec. 1, NeiHu Rd., Taipei 114, Taiwan

Phone: +886-2-8751-1816
Fax: +886-2-8751-1817
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